
FILE FORMATS
PLATFORMS:

FILE FORMATS:

FONTS:

IMAGES:

FILE DELIVERY

MAC, PC

Illustrator (.AI, .EPS, .PDF)
Photoshop (.PSD - Layered)

Must be outlined OR supplied

Linked Images must be supplied

1) Up to 10MB:

2) Over to 10MB: a) Must be uploaded (https://spaces.hightail.com/uplink/Digitallabels)
b) Sent VIA FTP (Drop Box, We Transfer, You Send It, Etc.)

 Can be emailed directly to your DL contact

GRAPHIC TOLERANCES AND SETTINGS

FONTS:

IMAGES:

STANDARD
MIN. POSTIVE TYPE SIZE: 3 PT
MIN. KNOCK OUT TYPE SIZE:

TYPE SAFETY:

3 PT

LINE: MIN. POSTIVE LINE WEIGHT: .25 PT
MIN. KNOCK OUT LINE WEIGHT: .5 PT

Recommended:  1/8” (.125”) / 3.175mm
Minimum:  1/16” (.0625”) / 1.5875mm

Resolution: 

BARCODE:

300 DPI Minimum
Must be set to CMYKColor Gamut:

LINE SCREEN: 175 LPI

Minimum size: 80% Non-truncated
Quiet Zone: 5/32”  /  3.4mm 

SILKSCREEN (CLEAR OVERPRINT)
MIN. POSITIVE TYPE LINE WT: 7 Thou
MIN. KNOCK OUT TYPE SIZE:

OVERPRINT: Must be choked .005” (5 Thou)

OPACITY: 100%.  There cannot be screens or vignettes

LINE: MIN. POSITIVE LINE WEIGHT: 2 PT
MIN. KNOCK OUT LINE WEIGHT:

FONTS:
Not Recommended

HOT STAMP

Not Recommended

PRINT TO HS:

MIN. POSTIVE TYPE SIZE: 6 PT
MIN. KNOCK OUT TYPE SIZE:

LINE: MIN. POSTIVE LINE WEIGHT:
MIN. KNOCK OUT LINE WEIGHT:

FONTS:
8 PT

COLORS AVAILABLE:

.25 PT

.5 PT

Min. 10 Thou Trap is required

EMBOSS

BLEED: Emboss/deboss can be die cut so it can bleed 
over die line.

MIN. POSTIVE TYPE SIZE LINE WT: 7 Thou 
MIN. KNOCK OUT TYPE SIZE:

LINE: MIN. POSTIVE LINE WEIGHT: 3 PT
MIN. KNOCK OUT LINE WEIGHT:

FONTS:
Not Recommended

Not Recommended

1) CMYK
2) CMYK-OV (Extended Gamut)
3) White (Standard or Premium)
4) 877 Silver
5) Spot PANTONE Match * (pls. inquire)
6) Security Inks * (pls. inquire)

CONTACT

EMAIL:

PHONE:

prepress@digitallabels.ca

(647) 847 - 2433 

WEB: www.digitallabels.ca

ADDRESS: 77 W. Beaver Creek Rd, #2
Richmond Hill, ON L4B 1K4

BLEED: Hot Stamp can bleed over die line

BLEED: 1/16” over die line

BLEED: Silk Screen Can NOT bleed over die line

DIE LINE: Must be included in art file

CORNER RADIUS: Standard Corner Radius: 1/8”
Minimum Corner Radius: 1/64”


